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INFORMAȚII TEHNICE 

DECLARAȚIE DE CONFORMITATE CE  
(LIMBA ORIGINALĂ) 

în temeiul apendicelui II A la Directiva 2006/42/CE 

Noi, EuroTSC s.r.l. strada Artigianale nr. 31/33, 25016 Ghedi (Brescia) 
Italia, declarăm pe propria răspundere că produsul: 

TIP: FERĂSTRĂU BANDĂ PENTRU INDUSTRIA CONSTRUCȚIILOR 
Model CCE.H47 - monofazat 230V  
Model CCE.H47 - trifazat 400V 

NUMĂR DE SERIE: ........................................ 

respectă prevederile Directivei Mașini 2006/42/CE, de 
asemenea, respectă prevederile următoarelor directive: 
- Directiva privind compatibilitatea electromagnetică
2014/30/UE

În plus, au fost aplicate următoarele standarde: 
UNI EN ISO 12100:2010 Siguranța mașinii 

Principii generale de proiectare 
Evaluarea și reducerea riscurilor 

CEI EN 60204-1:2006 Siguranța mașinii 
(echipament electric al mașinii)  
(mașini cu comandă electrică) 

UNI EN 1807 Siguranța mașinilor pentru prelucrarea 
lemnului Ferăstraie cu bandă 

GHEDI (Brescia) Italia, ….............................. …. ....... 
Tomasi Franco (director) 



TECHNICAL INFORMATION
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CE STATEMENT OF COMPLIANCE
(ORIGINAL LANGUAGE)

pursuant to Attachment II A of Directive 2006/42/EC

We, EuroTSC s.r.l. via Artigianale 31/33, 25016 Ghedi (Brescia) Italy,
state under our sole responsibility that the product:

TYPE:  BAND SAWING MACHINE FOR THE BUILDING INDUSTRY
Model CCE.H47 - single-phase 230V
Model CCE.H47 - three-phase 400V

SERIAL NUMBER : ........................................

complies with the provisions of Machine Directive 2006/42/EC
also complies with the provisions of the following directives:
- Electromagnetic Compatibility Directive 2014/30/EU

In addition the following standards have been applied:
UNI EN ISO 12100:2010 Machine safety

General design principles
Risk assessment and risk reduction

CEI EN 60204-1:2006 Machine safety
(machine electric equipment)
(machines with electric control)

UNI EN 1807 Safety of machines for processing wood
Band saws

GHEDI (Brescia) Italia, ….............................. …....................................................
Tomasi Franco (director)

Band saw
mod. CCE.H47
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